12-16-15

MJ PLUG W/STAINLESS
STEEL BOLTS (2 ONLY)

30" CL MH RING 4”"MJ 45° BEND

& COVER TURN TOWARDS CENTER
OF CUL—DE—SAC OR
CONCRETE COLLAR\ o TOWARDS ROAD
$ $ | <——6” CONCRETE
. - GRADE RING
,, S0S0S0S0] DS
6” CAST IRON———=— AN
VALVE BOX 3/4” GRAVEL

F4” DI RISER PIPE

4" MJ VALVE
W/MEGA LUG

8"x4” OR 6”x4”
LEB REDUCER

(AS REQUIRED)
W/MEGA LUG

RESTAINT

¢

\PRESSURE

IRRIGATION
MAIN

4" 90° MJ BEND
W/MEGA—-LUGS

THRUST BLOCK

FILTER FABRIC ENCASEMENT
OF 1/2 YARD MINIMUM
3/4” CRUSHED ROCK.
4" GATE VALVE

1/4”¢ DRAIN HOLE AT BOTTOM OF PIPE
W/FILTER FABRIC OVER HOLE

NOTE:

* REDUCER SIZE ACCORDING TO SIZE OF MAIN

** ALL JOINTS TO BE MEGA—-LUGGED.

ALL DUCTILE & CAST IRON MUST BE POLY WRAPPED

4” BLOW—OFF SCALE: NONE
A WATER PRO INC. USED FOR PERMANENT R—
DEAD—ENDS TTA




