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| STREET SHOULDER | STREET CROSSING REPAIR |

MATCH EXISTING BITUMINOUS
/_SURFACE THICKNESS (3" MIN.)

SAW CUT

| & TRAVELED AREAS |

6" UNTREATED
BASE COURSE

BACKFILL TO CITY STANDARD

SLOPE VARIES TO MEET
OSHA REQUIREMENTS

MAGNETIC WARNING TAPE —
1" ABOVE PIPE

14 GAUGE SOLID STRAND
LOCATING WIRE

OVER—-EX IF NECESSARY

BEDDING MATERIAL MIN 1° ABOVE PIPE

3/8 MINUS HARDPACK OR EQUAL

~ 3/4"CRUSHED ROCK IF GROUND WATER
= _=_ PRESENT

BO8 303
PIPE O.D. ?
+ 2'-0" MAX.

R-OROL

/SN\TYPICAL STREET TRENCH DETAIL
WSCALE: NONE

| NON—TRAVELED AREA |

/
/
BACKFILL TO CITY STANDARD SLOPE VARES TO MEET
/ l OSHA REQUIREMENTS
&

ORG-ORH R MAGNETIC WARNING TAPE
Q @) Q)
SRSt 1" ABOVE PIPE

14 GAUGE SOLID STRAND
LOCATING WIRE

BEDDING MATERIAL MIN 1’ ABOVE PIPE
3/8 MINUS HARDPACK OR EQUAL

3/4"CRUSHED ROCK IF GROUND WATER
PRESENT
OVER—EX IF NECESSARY ~DRAPER CITY STREET STANDARDS SUPERSEDE
PIPE 0.D. 1" ABOVE PIPE
T 20" MAX. ? —ANY OVER-EX COMPACTED TO 95%
/TN\TYPICAL NON—TRAVELED TRENCH DETAIL
\TYySCALE: NONE
WATER PRO INC. TYPICAL TRENCH DETAIL
STANDARD DETAIL ,I 3




